








Duo-Tec 
MP 35kW

Duo-Tec 
MP 50kW

Duo-Tec 
MP 60kW

Duo-Tec 
MP 70kW

Duo-Tec 
MP 90kW

Duo-Tec 
MP 110kW

Model Code MP 1.35 MP 1.50 MP 1.60 MP 1.70 MP 1.90 MP 1.110

Type (Indoor / Outdoor) ID / OD ID / OD ID / OD ID / OD ID / OD ID / OD

Gas Used (Natural / Propane) NG / LPG NG / LPG NG / LPG NG / LPG NG / LPG NG / LPG

Nominal Gas Consumption MJ/h 140 186 227 268 351 415

 Turn Down Gas Consumption MJ/h 20 20 25 30 39 47

Modulation Ratio - 1:7 1: 9 1:9 1:9 1:9 1:9

Max Heat Output at 80/60 °C kW 33.8 45 55 65 85 102

Min Heat Output at 80/60 °C kW 5.0 5.0 6.1 7.2 9.4 NG / 12.2 LPG 11.4

* Efficiency at 80/60 °C % 90 90 90 90 90 90

Max Heat Output at 50/30 °C kW 36.6 48.6 59.4 70.2 91.8 110.2

Min Heat Output at 50/30 °C kW 5.4 5.4 6.6 7.8 10.2 NG / 13.1 LPG 12.3

*Efficiency at 50/30 °C % 97 97 97 97 97 97

Min - Max Water Circuit Pressure bar/kPa 0.5-4.0 / 50-400 0.5-4.0 / 50-400 0.5-4.0 / 50-400 0.5-4.0 / 50-400 0.5-4.0 / 50-400 0.5-4.0 / 50-400

Flue Duct Diameter mm 80 / 125 80 / 125 80 / 125 80 / 125 110 / 160 110 / 160

 Max Flue Temperature C° 90 92 96 76 70 70

Waste NOx Emissions
mg/
kWh

31.8 29.8 34.1 34.8 39.5 24.7

Gas Input Pressure (NG / LPG) kPa 1.13 / 2.75 1.13 / 2.75 1.13 / 2.75 1.13 / 2.75 1.13 / 2.75 1.13 / 2.75

Power Supply V/Hz 230V / 50Hz 230V / 50Hz 230V / 50Hz 230V / 50Hz 230V / 50Hz 230V / 50Hz

Power Consumption W 180 190 210 210 275 320

Net Weight (Indoor / Outdoor) kg 40 / 47 40 / 47 40 / 47 50 / 57 83 / 95 93 / 105

Boiler Capacity (Water Volume) ltr 4 4 5 6 9 10

Noise Level at 1 metre db(A) <50 <50 <50 <50 <50 <50

N28384

N204AGA Cert 

 No. 7023

Complies with  

AS 3498/AS 4552





Power HT  
85kW

Power HT  
100kW

Power HT  
120kW

Power HT  
150kW

Model Code PHT 1.0850 PHT 1.1000 PHT 1.1200 PHT 1.1500

Type (Indoor / Outdoor) ID / OD ID / OD ID / OD ID / OD

Gas Used (Natural / Propane) NG / LPG NG / LPG NG / LPG NG / LPG

Nominal Gas Consumption MJ/h 350 367 444 554

 Turn Down Gas Consumption MJ/h 112 128 155 194

Modulation Ratio 1:3 1:3 1:3 1:3

Max Heat Output at 80/60 °C kW 85 100 120 150

Min Heat Output at 80/60 °C kW 32.2 35.8 39.0 40.4

* Efficiency at 80/60 °C  % 90 90 90 90

Max Heat Output at 50/30 °C kW 89.3 105 126 157.8

Min Heat Output at 50/30 °C kW 34.9 38.8 42.1 43.7

* Efficiency at 50/30 °C % 96 96 96 96

Min-Max Water Circuit Pressure bar/kPa 0.5-4.0 / 50- 400 0.5-4.0 / 50- 400 0.5-4.0 / 50- 400 0.5-4.0 / 50- 400

Heating Circuit Temp Range °C 25 - 80 25 - 80 25 - 80 25 - 80

Waste NOx Emissions mg/kWh 38 35 32 35

Gas Input Pressure (NG/ LPG) kPa 1.13 / 2.75 1.13 / 2.75 1.13 / 2.75 1.13 / 2.75

Flue Connection mm 100 100 100 100

 Max Flue Temperature C° 78 80 77 75

Power Supply V/Hz 240V / 50Hz 240V / 50Hz 240V / 50Hz 240V / 50Hz

Power Consumption W 100 160 235 235

Net Weight (Indoor / Outdoor) kg 75 / 80 83 / 88 95 / 100 103 / 108

Boiler Capacity (Water Volume) lt 13.7 21 23.3 25.3

Noise Level at 1metre db(A) <50 <50 <50 <50

Power HT 

Indoor Models

Power HT 

Outdoor Models

N28384

N204AGA Cert 

 No. 7023

Complies with  

AS 3498/AS 4552



PHT 1.0850 PHT 1.1000 PHT 1.1200 PHT 1.1500

A = Depth (Indoor) mm 777 847 1000 1108

A = Depth (Outdoor) mm 780 850 1005 1110


